
 
 

 
 
FEATURE 
MJPEG Compression 
4 Channels 25 fps 
Recording Data Readable on PC 
(Win2000 & XP) 
Schedule, Alarm & Motion Recording 

 
 

 
 

Specification 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
                SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICES 

MODEL SCDVR04-USB 

Items 4CH  Basic Model / USB Model 

Compression Format Advanced M-JPEG 

Video System NTSC PAL 

Live Display Resolution 720 X 480 720 X 576 

Live Display Rate 120 fps (4x30 fps) 100 fps (4x25 fps) 

Mux Mode 320 x 112 320 x 136 

Recording Resolution Quad Mode 640 x 224 (total) 640 x 272 (total) 

Mux Mode 30 fps 25fps 

Recording Rate(fps) Quad Mode 120 fps 100 fps 

Recording Mode Continuous/Manual/Schedule/Alarm/Motion 
  

Recording Data can be played back on PC (WIN 2000/XP) 

Display Mode Full/Quad 

Video Input BNC X 4¸1.0Vp-p¸75Ω 

Video Looping BNC X 4¸1.0Vp-p¸75Ω 

Video Output BNC X 2¸ 1.0Vp-p¸75Ω RCA X 1¸S-Video X 1 

Speed Search Yes 

Motion Detect Yes 

Full Screen Search Yes 

Fast Playback Yes 

Search Mode Time¸ Date 

Auto Record / Channel Auto Switch Yes 

Alarm Input X4¸ Terminal Block 

Alarm Output X1¸ Terminal Block 

Power Supply 12V DC 

Temperature -10 ± 50 deg C 

Weight 2.6KGS / PCS 


